
 

Preparation 
1a Grundierung 

 
 

 

 
Multipurpose bonding and protective primer 

Solvent free, water-based dispersion. 
For sealing strongly porous backgrounds and for stabilising 
surfaces for laying on to, for protecting gypsum containing 
backgrounds, for binding dust and increasing adhesion 
strength. 
Suitable for use in internal and external areas including under 
water. 
 

1 l bottle 01-01-010-00 15 bt./ box 
5 l container 01-01-050-00 140 con. / pal. 

25 l container 01-01-250-00 24 con. / pal. 
180 l barrel 01-01-180-00 4 ba. / pal. 

 

 
Colour: blue 
 

Coverage: 90 – 130 ml/m
2
 

 

Application temp.:  
+5°C - +38°C 
 

Storage: 12 months, dry and 
free of frost 

1a Dichtung und Vergütung 
 

 

 
Universal bonding and waterproofing emulsion 

Styrene-butadiene synthetic emulsion. 
Acetate, plasticizer and solvent free, non-corrosive. 
Imparts improved adhesion strength, flexural strength, 
elasticity and water resistance to the set mortar. 
Suitable for producing waterproof coatings. 
 

5 l Kanister 01-02-050-00 140  Kan. / Pal. 
 

 
Colour: white 
 

Application temp.:  
+5°C bis +35°C 
 

Storage: 12 months, dry and 
free of frost 
 

Specific Gravity: 
approx. 1.0 g/cm³ 

 

1a Flüssige Folie 
 

 
 
 

 
Flexible waterproof coating 

Ready-to-use, solvent free, paste waterproofer that hardens 
out to a permanently elastic, water impermeable yet vapour 
permeable polymer film. 
The tanking product apprn be applied by roller, brush or 
trowel. 
Suitable for wall and floor areas also in commercial premises. 
 

  4,5 kg  bucket 01-03-045-00 120  buc.. / pal. 
7,0 kg  bucket 01-03-070-00 85  buc. / pal. 

12,0 kg  bucket 01-03-120-00 40  buc. / pal. 
20,0 kg  bucket 01-03-200-00 32  buc. / pal. 

 

 
Colour: Blue 
 

Application-temp.:                  
+5° to +35° C 
 

Storage: 12 months 
dry and free of frost 
 

Drying time:    12 hours 
 

Coverage:      1.2 kg/m²  
 

Crack-bridging:                         
> 1.0 mm 

 

1a Dicht und Flexibel 1 K 
 

 

 
1-part mineral based sealing membrane  

For high requirements. 
Applicable for the humidity stress groups A0, A1 and B0. 
 

15 kg  sack 01-07-150-GR 42  sack / pal. 
 

 
Colour: grey 
 

Application-temp.: 
+5° - +30°C 
 

Storage: 12 Months dry and 
free of frost 
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TOPSELLER 1a Dicht und Flexibel 2 K Ĕ 

 
 
 
 
 

 
 

 
Mineral-based waterproof coating 

2-part - consisting of liquid and powder components.For 
bonded waterproofing beneath tile finishes in internal, 
external and under water areas.  
Building regulations approved. 
 
 

35 kg 
 

pack 01-07-350-GR 42 
42  

sack. / pal. 
con. / pal. 

 

 
Colour: grey 
 

Mixing ratio:  1:2,5 
 

Application-temp.:                 
+5° - +30°C 
 

Coverage: appr. 3,5 kg/m² 
 

Storage: 12 months dry and 
free of frost 

 

1a Haftgrund 2 K 
 
 

 

 

 

 
 

 

 

 

 
 

 

 

 

 
 

 

 

 
 

 

 

 

 
 

 

 

 

 

 

 
Tie coat for internal and external areas. Provides an easy and 
force fit application of tiles on critical, slick and nonporous 
substrates. 
 

3,0 kg pack 01-11-030-GR 85  pck. / pal. 
37,5kg 

 
pack 01-11-375-GR 42 

42  
sack. / pal. 
con. / Pal. 

   
 

 
Colour: Grey 
 

Application-temp.:                  
+5° - +35°C 
 

Coverage: appr. 350 gr/m² 
 

Storage: 12 months dry and 
free of frost                

 

1a Estrichbindemittel SH 6 
 

 

 
Fast hardening ready to use screed,  

Usable for the fabrication of cement screeds on separation 
layers and insulation. Also usable as a substrate for tiles, 
carpets, PVC or parquet flooring.  
 

25 kg  sack 01-09-250-GR 42  sack / pal. 
 

 
Colour: dark grey 
 

Mixing-ratio: 1:4 - 1:5  
 

Application-temp.: 
 +5° - +25° C                             
 

Storage: 6 months dry   
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TOPSELLER 1a Bodenausgleich 25 Ĕ  

 
 

 
 

 

 
Polymer modified, cement-based, flowable smoothing 
mortar 

Suitable for internal and external Application. 
Suitable for underfloor heating and under resilient flooring 
subjected to wheeled chairs. 
Rapid setting ï tile after 6 hours. 
 
 

25 kg  sack 01-04-250-GR 48  sack / pal. 
 
 
 
 
 
 
 

 
Thickness:  2 bis 25 mm 
 

Standing time: appr. 30 min. 
 

Coverage: 1,6 kg/m² / 1 mm 
thickness 
 

Compressive strength:   
25-30 N/mm² 
 

Storage: 6 months, dry    

 

1a Wand- und Bodenspachtel 
 

 

 
Firm filler for walls and floor 

 To fill and even wall- and floor areas, which will be tiled or 
sealed. In addition to a sealing membrane the use in 
swimming pools is possible. When 25% sand is added a layer 
thickness up to 30 mm can be achieved.  
 

25 kg  sack 01-10-250-GR 42  sack / pal. 
 

 
Colour: Grey 
 

Apparent density: 1,4 kg/dm³ 
 

Application-temp.:       +5° bis 
+25°C 
 

Coverage: 1,5 kg / m² and 
mm layer thickness  
  

Coat thickness: 15 mm   
    

Storage: 6 months dry                 

                            
 

1a Ölreiniger 
 

 

 

For the cleaning of tough, oilstained substrates like concrete, 
cement screed, stone ceramic and metal. The cleaner is a 
combination of surface-active not environmentally harmful 
substances. 
 

10 l  container 01-15-100-TR 70  con. / pal. 
 

 
Base: Combination of 
surface-active substances 
 

Density: appr. 1,02 g/cm
3 

 

Storage: 12 months, cool and 
dry 
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Adhesives 
1a T flex TE C2 

 

 
 
 

 
Grey, frost and water resistant, polymer modified thin bed 
adhesive in accordance with DIN EN 12004 C2 TE. 

Suitable for ceramic tiles, mosaics, dark natural stone and 
terrazzo as well as porcelain. For use on walls and floors in 
interiors, exteriors and areas continuously wetted as well as 
on heated cementitious and anhydrite screeds.  
 

6 kg  pack 02-01-060-GR 144  pack. / pal.* 
25 kg bag 02-01-250-GR 48 bag / pal. 

 
*36 boxes à 4 packs 

 

 
Colour: grey 
 

Application-temp.:                   
+5 °C - +30 °C  
 

Coverage: appr. 2,5 -3,5 
kg/m² 
 

Storage: 12 months, dry 
                          
Class: C2 TE 

TOPSELLER 1a ECOflex C2 S1 Ĕ 
 

 
 

 

 
Grey, flexible, frost and water resistant highly modified thin 
bed adhesive in accordance with DIN EN 12004    C2 TE S1. 

Suitable for fixing earthenware tiles, natural stone and 
porcelain tiles in internal and external areas on balconies and 
terraces. Suitable for laying tiles and natural stone on 
cementitious screeds, concrete, bitumen as well as on heated 
cement-based and anhydrite screeds. 
 

6 kg  pack 02-12-060-GR 144  pack. / pal.* 
25 kg bag 02-12-250-GR 48 bag / pal. 

 
*36 boxes à 4 packs 
 

 
 
 

 
Colour: Grey 
 

Application-temp.:                  
+5 °C - +30 °C  
 

Coverage: appr. 2,5 -3,5 
kg/m² 
 

Storage: 12 Months, dry 
 

Class: C2 TE S1 

 

1a ECOflex schnell  
 

 

 
1a ECOflex schnell is a rapid-setting, highly modified thin- 

and middlebed adhesive, suitable for ceramic tiles, marble 
and other natural stones, terrazzo and isolation sheets of rigid 
foam. Usable on floor and wall tiles internal and external. 
Suitable for the tiling of fully vetrified tiles on balconys and 
terraces, can be also applied on heating screeds (cementery 
or gypsum). Tested and certified according to DIN 12004.  
 

25 kg  bag 02-04-250-GR 42  bag / pal. 
 
 

 
Colour: Grey 
 

Application-temp.:                  
+5 °C  bis +35 °C  
 

Coverage: appr.:                  
2,5 - 4,5 kg/m² 
 

Setting time: 2 – 3 hrs..  
 

Storage: 6 Months dry 
 

Class: C2 FT 
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TOPSELLER 1a T flex Air C2 S1 Ĕ 

 

 
 

AI R 

 
Grey, flexible, frost and water resistant, highly modified thin 
bed adhesive in accordance with DIN EN 12004 C2 TE ï 
particularly light with a high yield. Suitable for fixing ceramic 
tiles, mosaics and porcelain. For use on walls and floors in 
interiors, exteriors and areas continuously wetted as well as 
on heated cement-based and anhydrite screeds.  
 

15 kg  bag 02-14-150-GR 42  bag / pal. 

 

 

 
Colour: grey 
 

Application-temp.:                
+5° - +30°C 
 

Coverage: appr. 1,5 - 2,25 
kg/m² 
 

Storage: 12 Months, dry 
 

Class: C2 TE S1 
 
 
 
 
 
 
 

 

1a Kraftflex 3000 
 

 

 
Grey, flexible, frost and water resistant highly modified thin 
bed adhesive in accordance with DIN EN 12004    C2TE. 

Suitable for fixing earthenware tiles, natural stone and 
porcelain tiles in internal and external areas on balconies and 
terraces.  Suitable for laying tiles and natural stone on green 

cement-based screeds as well as on heated anhydrite 
screeds.  
 

6 kg  pack 02-02-060-GR 144  pack / pal.* 
25 kg bag 02-02-250-GR 48 bag / pal. 

 
*36 boxes à 4 packs 
 

 

 
Colour: Grey 
 

Application-temp.:                
+5° - +30°C 
 

Coverage: appr.:                   
2,5 – 3,5 kg/m² 
 

Storage: 12 months, dry 
 

Class: C2 TE 

1a Kristallweiß schnell 
 

 

 
Flexible middle- and thinbed adhesive for the tiling of fully 

vetrified tiled, interior and exterior. Highly recommended for 
light tiles, which are sensitive to staining, like crystalline 
marble, lime rock, granite, porphyry, quartzite and sandstone. 
 
 

25 kg  bag 02-06-250-WE 40  bags / pal. 
 

 
Colour: white 
 

Application-temp.: 
+ 5 °C bis + 25 °C 
 

Coverage: 1,6 – 1,7 kg per 
mm coat thickness 
 

Storage: 12 Months, dry 
 

Class:C2 FT S1 
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1a T flex weiß 

 

 
 
 
 

 
White, frost and water resistant, polymer modified thin bed 
adhesive in accordance with DIN EN 12004 C1 TE. 
Suitable for ceramic tiles, mosaics, light and translucent 
natural stone and terrazzo. Suitable for laying porcelain in 
internal areas. For use on walls and floors in interiors, 
exteriors and areas continuously wetted as well as on heated 
cement-based screeds. 
 

6 kg  pack 02-03-060-WE 144  pack. / pal.* 
25 kg bag 02-03-250-WE 48 bags / pal. 

 
*36 boxes à 4 packs 
 

 

 
Colour: white 
 

Application-temp.:                 
+5° - +30°C 
 

Coverage: appr.: 3 kg/m² 
 

Storage: 12 Months, dry 
 

Class: C1 TE 

1a Fließbettmörtel schnell-flex 
 

 
 

 
Flexible, pourable, modified, water and frost resistant flow bed 
mortar in accordance with DIN EN 12004 C2 FE for the void-
free laying of ceramic floor tiles, natural stone tiles, slate tiles, 
cotto tiles, terrazzo and porcelain in interior and exterior 
areas. Especially suitable for laying large format tiles. The 
mortar apprn be applied at bed thicknesses from 3 - 10 mm.  
Can be trafficked and grouted after 6 hours. Suitable for tiling 
on to green cement-based screeds. 
 

25 kg  bag 02-08-250-GR 42  bags / pal. 

 
 

 
Colour: grey 
 

Application-temp.:               
+5°C - +30°C 
 

Coverage: appr.:                 
3,5-5,0 kg/m² 
 

Storage: 6 Months, dry 
 

Class: C2 FE 

TOPSELLER 1a Ultraflex Leichtkleber Ĕ 
 

 
 

 

 
Highly flexible floor adhesive for fixing glass mosaic, 
porcelain, non-sensitive natural stone on to all usual 
construction backgrounds. Especially suitable for many 
impervious backgrounds e.g. steel. Reduced consumption 
due to low density. 
 
 
 

12 kg  bag 02-09-120-GR 60  bags / pal. 
 

 
Colour: Grey 
 

Application-temp.: 
+5° - +30°C 
 

Coverage: appr. 1,5-2,5 
kg/m² 
 

Storage: 12 Months, dry 
 

Class: C1 F S2 
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1a Klebemörtel Classic 

 

 

 

1a Classic is suitable for many ceramic tiles, dark marble and 
other natural stones, terrazzo and isolations of rigid foam, on 
the wall or on the floor. This thinbed adhesive is water-
resistant and usable in dry and wet areas, like showers and 
bathrooms. 
 

25 kg  bag 02-13-250-GR 42  bags / pal. 

 

 

 
Colour: Grey 
 

Application-temp.: 
+5° bis +30°C 
 

Coverage: 2,5 – 3,5 kg/m
2 

 

Storage: 12 Months, dry 
 

Class: C1 T 

1a Mittelbettkleber 15 
 

 

 
Grey, frost and water resistant polymer modified midbed 
adhesive according to DIN EN 12004 C1 T. 

Suitable for setting split and clinker tiles, large format vitrified 
and fully vitrified tiles, tiles with deep profiled backs as well 
as those with varying calibration.  Can be used on all usual 
construction backgrounds and also heated cement-based 
screeds. 
 

25 kg  bag 02-15-250-GR 42  bags / pal. 
 

 
Colour: Grey 
 

Application-temp.: 
+5° - +30°C 
 

Coverage: appr. 4,6 kg/m² 
 

Storage: 12 Months, dry  
 

Class: C1 T 

1a Dispersionskleber 
 

 

 
Ready-to-use, high grab, deformable, easy-to-use dispersion 
adhesive in accordance with DIN EN 12004 D1 TE. 
Suitable for fixing ceramic tiles and natural stone without 
priming to porous backgrounds such as concrete, gypsum 
plaster and insulation panels. 
 

8 kg  bucket 02-11-080-WE 85  bck. / pal. 
20 kg bucket 02-11-200-WE 32 bck. / pal. 

 

 
Colour: white 
 

Application-temp.: 
+5°C bis +30°C 
 

Coverage: appr. 2,5 kg/m² 
 

Storage: 6 months, 
 dry and free of frost 
 

Class: D1 TE 
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Grouts 
1a Perlfuge schmal 

 

 

 
Fine, coloured, flexibilised, water repellant grout for grouting 
wall and floor tiles and also mosaics. Suitable for interior, 
exterior and continuously wet areas in bathrooms and 
showers. Joint width up to 6mm. Traffic after 12 hours. 
 
 

 20 kg bag 5 kg bag 

white 03-01-200-WE 03-01-050-WE 

grey 03-02-200-GR 03-02-050-GR 

silvergrey 03-03-200-SG 03-03-050-SG 

lightgrey 03-04-200-HG 03-04-050-HG 

manhattan 03-05-200-MH 03-05-050-MH 

bahamabeige  03-06-050-BB 

pergamon  03-07-050-PG 

 50 bags. / pal. 200 bags. / pal. 

   
 

 
Joint width:  
1,0 - 6,0 mm 
 

Pot life: 90 min. 
 

Fresh mortar density:        
1,9 kg/dm³ 
 

Application-temp.:                 
+5°C - +25°C 
 

Traffic after:                                  
12 hours 
 

Ready for use:                          
48 hours 
 

Storage: 12 months, dry 
 

Class: C G1 

1a Fuge breit 
 

 

 
Grey grout for tiles, slabs and split tiles. Suitable for grouting 
in interiors and exteriors including swimming pools. Joint 
width 5 - 20 mm. Traffic after 12 hours. 
Low chromate in accordance with TRGS 613 . 
  

25 kg  bag 03-08-250-GR 42  bag / pal. 

 
 

 
Joint width:  4 - 20 mm 
 

Pot life: appr.: 2 hours 
 

Fresh mortar density:             
1,9 kg/dm³ 
 

Application-temp.: 
+5°C - +25°C 
 

Traffic after:  12 hours 
 

Ready for use:  48 hours 
 

Storage: 6 Months, dry 
 

Class: C G1 

 

1a Hochleistungsfuge 
 

 

 
1a Hochleistungsfuge is used for tiling of stoneware, 

earthenware, brick tiles, quarter bricks, clinker and so on. It 
is highly recommended for tiling in swimmingpools, washing 
plants, canteen kitchens, show rooms and industrial plants. 
 

25 kg  bag 03-11-250-GR 42  bags / pal. 
 

 
Colour: Grey 
 

Application-temp.:               
+5°C  bis +25°C 
 

Joint width: 3,0 bis 20,0 mm 
 

Traffic after: appr. 6 hours. 
 

Ready for use: after 7 days 
 

Compressive strength: 
appr. 55N/mm² 
 

Storage: 12 Months, dry 
 

Class: C G2 
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TOPSELLER 1a Fuge flexibel Ĕ 

 

 
 

 

 

 
Grey rapid setting, flexible grout for tiles, slabs, porcelain 
and split tiles. Suitable for grouting in interiors and exteriors 
including swimming pools.  
Joint width 4 - 20 mm. Traffic after 3 hours. 
 

 25 kg bag  

grey 03-09-250-GR 42 bags / pal. 

graphite 03-10-250-GH 42 bags / pal. 

lightgrey 03-12-250-MG 42 bags / pal. 
 

 
Joint width: 4 bis 20 mm 
 

Pot life: appr. 30 min. 
 

Fresh mortar density:            
1,9 kg/dm³ 
 

Application-temp.: 
+5°C - +25°C 
 

Traffic after: 3 hours 
 

Ready for use: 24 hours 
 

Storage: 6 Months, dry 
 

Class: C G2 

 

Epoxy 
1a Wandfuge Epoxy 

 

 
 

 
Solvent free, 2-component Epoxy resin, easy to wash-off, 

adhesive and grout for chemically resistant tiled areas. For 
overhauling washed-out, impervious joints in wet areas 
under normal conditions and heavy duty conditions.  
 

 6 kg bucket  
grey 07-01-060-GR 85 bck. / pal. 
lightgrey 07-01-060-HG 85 bck. / pal. 

 

 
Pot life:   appr. 40 min. 
 

Adhesive open time: 
appr. 30 min.  
 

Mechanically servicable:  
after 7 days  
 

Chemically ready for use: 
after 7 days  
 

Application-temp:                      
+ 10°C - + 30°C  
 

Density:  appr. 1,40g/cm
3
 

 

1a Bodenfuge & Kleber Epoxy 
 

 
 

 
Solvent free, 2-component Epoxy resin, easy to wash-off, 

adhesive and grout for chemically resistant tiled areas. For 
overhauling washed-out, impervious joints in wet areas 
under normal conditions and heavy duty conditions.  
 

 6 kg bucket  
grey 06-01-060-GR 85 bck. / pal. 
lightgrey 06-01-060-HG 85 bck. / pal. 

 

 

 

 
Pot life:   appr. 40 min. 
 

Adhesive open time: 
appr. 30 min.  
 

Mechanically 
servicable:  
after 7 days  
 

Chemically ready for 
use: 
after 7 days  
 

Application-temp:                      
+ 10°C - + 30°C  
 

Density:  appr. 
1,40g/cm

3
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1a Estrich-Reparatur-Set 

 

 
1a Estrich –Reparatur-

Set 

 
1a Estrich-Reparatur-Set is a low viscosity, solvent-free, 2-

components epoxy. It shows excellent adhesion on concrete, 
screeds or stone floors. It ties grouts and cracks in concrete 
or screeds positively. It is also used to fill local separations 
up. 1a Estrich-Reparatur-Set can be used on heated floors. 

 
0,5 kg  pack 06-02-005-TR 5  pck. / box 
1,0 kg pack 06-02-010-TR 5 pck. / box. 

 

 
Colour: yellowish-
tansparent 
 

Mixing-ratio: 
 2:1 parts by weight 
 

Density: 1,10 kg/l 
 

Application-temp.: 
+8°C  bis  +30°C 
 

Storage: 
18 Months , dry, free of 
frost 

 

1a Epoxygrund 
 

 

 
1a Epoxygrund is used to seal and prime cement floors for 

example in production halls, storages and ramps. It can be 
used for the creation of a filler or an underground primer for 
coating measures. 1a Epoxygrund is able to be used as an 

epoxy screed. 
 

3 kg  bucket 06-03-030-TR 85  bck. / pal. 
10 kg bucket 06-03-010-TR 70 bck. / pal. 

 
 

 
Base: 2-comp. epoxyd 
 

Colour: transparent 
 

Mixing-ratio:  
2:1 parts per weight 
 

Density: 1,09 kg/dm
3
 

 

Ready for use:                     
after 16 to 24 hrs. at 23°C 
 

1a Epoxygrund schnell 

                                          

                                                                                                
1a Epoxygrund schnell is used to seal and prime cement 

floors for example in production halls, storages and ramps. It 
can be used for the creation of a filler or an underground primer 
for coating measures. 1a Epoxygrund schnell is able to be 

used as an epoxy screed. 
 

3 kg  bucket 06-03-003-TR 85  bck. / pal. 
10 kg bucket 06-03-100-TR 70 bck. / pal. 

 
 

 
Base: 2-komp. 
Epoxydharz 
 

Colour: transparent 
 

Mixing ratio:  
2:1 parts per weight 
 

Density: 1,08 ± 0,02 g/cm
3
 

 

Ready for use:                     
after 3 to 6 hrs. at 23°C 
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1a Säurefeste Abdichtung 2K 

                              

 

 

 

 

                                                                                                
1a Säurefeste Abdichtung 2K is accredited for the following 

humidity stress groups: 

A1 / A2: floor- and wall areas which are often exposed to 

industrial or cleaning water, like around swimming pools or in 
public showers.                                                                              
B: floors and walls in swimming pools, interior and exterior.                                            
C: wall and floor areas which are chemically stressed.               

faf                                           
 5 kg bucket 15 kg bucket 
grey 06-07-050-GR 06-07-150-GR 
blue 06-07-050-BL 06-07-150-BL 
 140 bck. / pal. 45 bck. / pal.                    

g 
 

 
Base:                                  
2-comp. Polyurethane 
resin 
 

Colour: grey, blue 
 

Mixing ratio:  
100:19 parts per weight 
 

Density: 1,29 g/cm
3
 

 

Ready for use:                     
after 16 to 24 hrs. at 
23°C 
 

 1a PU- Harz Dicht-und Fugmasse 

                     

                                                                                                                                                                             
ghudu                                                                                                    

1a - PU Harz Dicht- und Fugmasse is used as a sealent for 

grouts on highly stressed floors like in industrial plants, 
brewerys, dairys, canteen kitchens and between cement 
parts. 

310 ml  cartridge 06-06-003-GR 12  crt. / box 
     

 

 
Base: 1comp. PU 
sealent                              
 

Colour:grey 
 

Density: 1,2 g/ml 
 

Application-temp.:                     
+ 3 °C to + 40 °C 
 

1a Flurversiegelung 
 

 
 

 
1a Flurversiegelung is a surface protection for floors on 

calcium sulfate- and cement base. It is transparent, solvent-
free and silk mat. 1a Flurversiegelung is persistent against 

many chemicals and it is light-resistant. 
 

10 kg bucket 06-08-100-TR 70 bck. / pal. 
 

 
Base:                                        
2-comp. Polyurethane 
resin 
 

Colour: transparent 
 

Mixing ratio:  
10:1 parts per weight 
 

Density: 1,03 kg/dm
3
 

 

1a Epoxysperre 
 

 

 
1a Epoxysperre can be used as: 

¶ Primer on oil-stained but cleaned concrete floors 

¶ Protection against osmosis blisters, when humidity 
occurs on the rear side 

¶ Primer on wet floors, which will be coated with                
1a Epoxygrund 

¶ Primer on wet floors which will be overlain with PVC, 
linoleum, carpet, parquet floor or tiles.  

 
15 kg bucket 06-09-150-HG 45 bck. / pal. 

 

 
Base:                                        
2-comp. epoxy 
 

Colour: lightgrey 
 

Mixing ratio:  
100:12 parts per weight 
 

Density: 1,86 g/cm
3
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Waterproof tape /Decoupling and sound insulation 
1a Dichtband spezial  

 

 

 

 
Elastic waterproof tape made from a novel composite material. 
For highly stretchable and impervious construction of 
movement and sealing joints in wet rooms.  
Suitable for use in interiors and exteriors. 
 

Roll 50 m Width 12 cm 04-07-500-00 
Roll 50 m Width 20 cm 04-07-520-00 
External angle 04-07-300-00 
Internal angle 04-07-400-00 
  

 

 
Colour: white 
 

1a Randstreifen selbstklebend 
 

 

 
Self-adhesive PU-insulation strip, usable with all self blending 
fillers or screeds. High suitability for all insulation systems. The 
self-adhesive pedestal is affixed to the floor. There will be no 
annoying glue residues on the walls. 
 

25 m roll 04-12-001-00 
 

 
Colour: white 
 

Material: PE-Schaum 
 

Height: 50 mm 
 

Width: 5 mm 

 

1a Entkopplungs- und Dichtfolie 
 

 

 
Impervious de-coupling and waterproofing sheet for interiors 
and exteriors. Efflorescence reducing and alkali resistant.  
Suitable for the de-coupling of floor tile coverings on green and 
difficult backgrounds as well as for tanking wet rooms and also 
on balconies and terraces. Tiles are fixed directly to the 
waterproof layer without  long waiting times. 
 

20 m roll 04-08-001-00 12 rolls. / pal. 
 

 

 
Colour: light grey 
 

Application-temp.: 
+5° - +30°C 
 

Thickness: appr. 1,5 mm 

1a Entkopplungs- und Trittschalldämmplatten 
 

 

 
De-coupling and impact sound insulation panels made from a 
textile-synthetic fibre blend in thicknesses 4 mm, 9 mm and 15 
mm. As a Sandwich-Element consisting of a textile-synthetic 
fibre blend and a rubber mat 10mm thick. Impact sound 
insulation 17 dbA. 
Fire rating B2. 
 

4 mm panel 05-01-040-00 200 pan.. / pal. 
9 mm panel 05-02-090-00 100 pan. / pal. 

10 mm panel 05-04-100-00 100 pan. / pal. 
15 mm panel 05-03-150-00 60 pan. / pal. 

 
 

 
Colour: white 
 

Thickness:                          
4, 9, 10 and 15 mm 
 

Dimensions:   0,6 m x 1,2 m 
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1a Schalldämm- und Entkopplungsmatte 

 

 

 
 

 
1a Schalldämm- und Entkopplungsmatte is used for 

insulation and decoupling under young tile floors ander 
under new, complicated, shrinking substrates. It is suitable 
for offices and in private. 1a Schalldämm- und 
Entkopplungsmatte must not be applied where floor borne 

vehicles are used. 

 
7 m roll 04-09-001-00 

 

 
Colour:           Grey 
 

Width:           3,0 mm 
 

Weight:       2,5 km/m² 
 

Dimensions:  
Rolls 7,0 m/0,75 m wide 
 

Insulation:  
17 db gem. DIN ISO 140-8 
 

Superficial load.:  
3,5 KN/m² = must not be 
used with floor borne 
vehicles 
 

Test report: MPA 
Braunschweig 17.04.2003 

 

1a Schwerlast-Entkopplungsgewebe 
 

 

 
1a Schwerlast-Entkopplungsgewebe is used for the 

decoupling on new, shrinking and complicated substrates. It 
is accredited for the use with floor-borne vehicles. 1a 
Schwerlast-Entkopplungsgewebe can be applied to heated 
floors, if they are on cement- or gypsum base. 
.  
 

1 m x 50 m roll 04-10-001-00 
 

 
Colour: white 
 
Superficial load: -7,5 t 





 
 


